608                   NEWNES  ENGINEER'S   REFERENCE   BOOK
GERMAN METRIC THREAD (All dimensions in millimetres)
Similar to International Standard, but depth is 0-6945 pitch; clearance between root and crest is 0-045 pitch, radius at root is 0-0633 pitch. From 6 mm. to 12 mm. sizes and proportions follow International Metric Thread.
Pitch	Effective or Pitch Diam.	Nut			Screw	
		Major Diam.	Minor or Core Diam.	Major Diam.	Minor or Core Diam.	Core Area, Sq. Cm.
3-75.	10-863	12-16	9-726	12	9-570	0-718
2	12-701	14-180	11-402	14	11-222	0-989
2	14-701	16-180	13-402	16	13-222	1-373
2-5	16-376	18-224	14-752	18	14-528	1-657
2-5	18-376	20-224	16-752	20	16-528	2-U5
2-5	20-376	22-224	18-752	22	18-528	2-696
3	22-051	24-270	20-102	24	19-832	3-089
3	25-051	27-270	23-102	27	22-832	-1-094
3-5	27-727	30-316	25-454	30	25-138	4-963
3-5	30-727	33-316	28-454	33	28-138	6-218
4.	33-402	36-360	30-804	36	30-444	7-279
4	36-402	39-360	33-804	39	33-444	8-785
4-5	39-077	42-404	36-154	42	35-750	10-04
4-5	42-077	45-404	39-154	45	38-750	11-79
5	44-752	48-450	41-504	48	41-054	13-23
5	48-752	52-450	45-505	52	45-054	15-94
5-5	52-428	56-496	48-856	56	48-360	18-37
5-5	56-428	60-496	52-856	60	52-360	21-53
6	*60-103	64-54	56-206	64	55-666	24-34
6	64-103	68-54	60-206	68	59-666	27-96
6	68-103	72-54	64-206	72	63-666	31-83
6	72-103	76-54	68-206	76	67-666	35-96
6	76-103	80-54	72-206	80	.71-666	40-34
6	80-103	84-54	76-206	84	75-666	44-96
6	85-103	89-54	81-206	89	80-666	51-10
6	90-103	94-54	86-206	94	85-666	57-64
6	95-103	99-54	91-206	99	90-666	-   64-56
6	100-103	104-54	96-206	104	95-666	71-88
6	105-103	109-54	101-206	109     -	100-666	79-59
6	110-103	114-54	106-206	114	105-666	87-69
6	116-103	119-54	111-206	119	110-066	96-18
6	120-103	124-54	116-206	124	115-666	105-07
6	125-103	129-54	121-206	129	120-666	114-35
6	130-103	134-54	126-206	134	125-666	124-04
6	135-103	139-54	131-206	139	130-666	134-09
6	140-103	144-54	136-206	144	135-666	144-10
6	145-103	149-54	141-206	149	140-666	155-40
